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Attention – NTC re ADG Code Review Re 1.1.3.12 Exemptions relating to the transport of diesel
[image: ]
+ NOTE 2 below’s word ‘derogation’ Derogation - Wikipedia allows for partial repeal (or abolition) of a law. So NOTE 2 seems to say that diesel – even if flash point is >60°C & < 100°C is deemed a Class 3 , UN1202.  I think they meant to write (note I’m not a lawyer…..):  NOTE 2: By derogation from paragraph 2.2.3.1.1 above, diesel fuel, gasoil, heating oil (light) including synthetically manufactured products having a flash-point above 60 °C and not more than 100 °C shall not be deemed substances of Class 3, UN No. 1202.
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Exemptions relating to the transport of diesel

‘The provisions in 1.1.3.12.1 and 1.1.3.12.2 apply to dangerous goods of UN 1202 (GAS OIL or DIESEL
OIL or HEATING OIL, LIGHT or PETROLEUM DISTILLATE) where the goods:

(@) do not meet the classification criteria in section 2.2.3 for a class 3 flammable liquid; and
() are transported below the flash point of the goods.

NOTE: The Fuel Quality Standard for automative diesel in Australia (at the time of publication)
requires iesel to have a flashpoint of no less than 61.5 °C. Class 3 flammable liquids have  flash point
of no more than 60 °C.

‘Such dangerous goods are not subject to this Code, provided that:

(@) the quantity carried on the transport nit does not exceed 3,000 litres; and

() 1o other dangerous goods are being transported, except under an exemption laid down in 1.1.3.
‘Where the provisions in 1.13.12.2 do not apply, the dangerous goods may be transported without
application of the following provisions:

<LIST OF PROVISIONS THAT DON'T APPLY>

Exemptions relating to extremely short journeys that cross public roads
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Class3 Flammable liquids

Criteri

‘The heading of Class 3 covers substances and articles containing substances of this Class which:
are liquids according to subparagraph (2) of the definition for "liquid” in 1.2.1;

have at 50 °C a vapour pressure of not more than 300 kPa (3 bar) and are not completely
gaseous at 20 °C and at standard pressure of 101.3 kPa; and

have a flash-point of not more than 60 °C (see 2.3.3.1 for the relevant test).

The heading of Class 3 also covers liquid substances and molten solid substances with a flash-point of
‘more than 60 °C and which are carried or handed over for carriage whilst heated at temperatures equal
to o higher than their flash-point. These substances are assigned to UN No. 3256.

The heading of Class 3 also covers liquid desensitized explosives. Liquid desensitized explosives are
explosive substances which are dissolved or suspended in water o other liquid substances, to form an
homogeneous liquid mixture to suppress their explosive properties. Such enries in Table A of Chapter
3.2 are UN Nos. 1204, 2059, 3064, 3343, 3357 and 3379.

NOTE 1: Substances having a flash-point above 35 °C, which do not sustain combustion according to
the criteria of sub-section 32.2.5 of Part IIl of the Manual of Tests and Criteria, are not substances of
Class 3; if, however, these substances are handed over for carriage and carried whilst heated at
temperatures equal to or higher than their flash-point, they are substances of Class 3.

NOTE 2: By derogation from paragraph 22.3.1.1 above, diéSe] fuel, gasoil, heating oil (light)
including synthetically manufactured products having a flash-point above 60 °C and not more than
100 °C shall be deemed substances of Class 3, UN No. 1202.

NOTE 3: Flammable liquids which are highly toxic by inhalation, as defined in 226114 to
2.2,61.1.9, and toxic substances having a flash-point of 23 °C or above are substances of Class 6.1
(see 22.61.1). Liquids which are highly toxic by inhalation are indicated as “taxic by inhalation” in
their proper shipping name in Column (2) or by special provision 354 in Column (6) of Table A of
Chapter 3.2.

NOTE 4: Flammable liquid substances and preparations used as pesticides, which are highly toxic,
toxic or slightly toxic and have a flash-point of 23 °C or above are substances of Class 6.1 (see
226L.1).




image1.emf
ADG Code Review  Re 1.1.3.12 Exemptions - Diesel.docx


ADG Code Review Re 1.1.3.12 Exemptions - Diesel.docx
[bookmark: _GoBack]Attention – NTC re ADG Code Review Re 1.1.3.12 Exemptions relating to the transport of diesel

[image: ]

+ NOTE 2 below’s word ‘derogation’ Derogation - Wikipedia allows for partial repeal (or abolition) of a law. So NOTE 2 seems to say that diesel – even if flash point is >60°C & < 100°C is deemed a Class 3 , UN1202.  I think they meant to write (note I’m not a lawyer…..):  NOTE 2: By derogation from paragraph 2.2.3.1.1 above, diesel fuel, gasoil, heating oil (light) including synthetically manufactured products having a flash-point above 60 °C and not more than 100 °C shall not be deemed substances of Class 3, UN No. 1202.





[image: ]

Normal.dotm	Page 1 of 2	 	Release Classification: - Departmental Use Only

Normal.dotm	Page 1 of 1	 	

image1.png

11312

113121

113122

113123

11313

Exemptions relating to the transport of diesel

‘The provisions in 1.1.3.12.1 and 1.1.3.12.2 apply to dangerous goods of UN 1202 (GAS OIL or DIESEL
OIL or HEATING OIL, LIGHT or PETROLEUM DISTILLATE) where the goods:

(@) do not meet the classification criteria in section 2.2.3 for a class 3 flammable liquid; and
() are transported below the flash point of the goods.

NOTE: The Fuel Quality Standard for automative diesel in Australia (at the time of publication)
requires iesel to have a flashpoint of no less than 61.5 °C. Class 3 flammable liquids have  flash point
of no more than 60 °C.

‘Such dangerous goods are not subject to this Code, provided that:

(@) the quantity carried on the transport nit does not exceed 3,000 litres; and

() 1o other dangerous goods are being transported, except under an exemption laid down in 1.1.3.
‘Where the provisions in 1.13.12.2 do not apply, the dangerous goods may be transported without
application of the following provisions:

<LIST OF PROVISIONS THAT DON'T APPLY>

Exemptions relating to extremely short journeys that cross public roads






image2.png

223
2231

22311

Class3 Flammable liquids

Criteri

‘The heading of Class 3 covers substances and articles containing substances of this Class which:
are liquids according to subparagraph (2) of the definition for "liquid” in 1.2.1;

have at 50 °C a vapour pressure of not more than 300 kPa (3 bar) and are not completely
gaseous at 20 °C and at standard pressure of 101.3 kPa; and

have a flash-point of not more than 60 °C (see 2.3.3.1 for the relevant test).

The heading of Class 3 also covers liquid substances and molten solid substances with a flash-point of
‘more than 60 °C and which are carried or handed over for carriage whilst heated at temperatures equal
to o higher than their flash-point. These substances are assigned to UN No. 3256.

The heading of Class 3 also covers liquid desensitized explosives. Liquid desensitized explosives are
explosive substances which are dissolved or suspended in water o other liquid substances, to form an
homogeneous liquid mixture to suppress their explosive properties. Such enries in Table A of Chapter
3.2 are UN Nos. 1204, 2059, 3064, 3343, 3357 and 3379.

NOTE 1: Substances having a flash-point above 35 °C, which do not sustain combustion according to
the criteria of sub-section 32.2.5 of Part IIl of the Manual of Tests and Criteria, are not substances of
Class 3; if, however, these substances are handed over for carriage and carried whilst heated at
temperatures equal to or higher than their flash-point, they are substances of Class 3.

NOTE 2: By derogation from paragraph 22.3.1.1 above, diéSe] fuel, gasoil, heating oil (light)
including synthetically manufactured products having a flash-point above 60 °C and not more than
100 °C shall be deemed substances of Class 3, UN No. 1202.

NOTE 3: Flammable liquids which are highly toxic by inhalation, as defined in 226114 to
2.2,61.1.9, and toxic substances having a flash-point of 23 °C or above are substances of Class 6.1
(see 22.61.1). Liquids which are highly toxic by inhalation are indicated as “taxic by inhalation” in
their proper shipping name in Column (2) or by special provision 354 in Column (6) of Table A of
Chapter 3.2.

NOTE 4: Flammable liquid substances and preparations used as pesticides, which are highly toxic,
toxic or slightly toxic and have a flash-point of 23 °C or above are substances of Class 6.1 (see
226L.1).







